EASYsEt G‘ NVImage Install Guide

POS SYSTEM

Image uploading tool for ECP-500, A 9, A 10 printer and internal printer of IMPREX
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2. Setting
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1 TEST_LOGO3.bmp
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[ Information Image |

BMP Files : 3/255 BMP Size Totoal 1 12/ 250 KB Width : 403 Height: 166
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@ Apply the image to the printer

(To apply the image, open the image file in advance)
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% NVimage Upload
[Interface ]
¢ Parallel & Senal r
[ Serial Port Setting ]
po: [com ~]
Baudrate : [9500bps <]
BiLengn: [sor -]
party: [nonE  +]
stopsit: [1o0 <]
Handshake: [DTRDSR |

Upload ‘ Clear

[NVImage Printout]
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Quality: & Original
¢ Double Wide
¢ Double High
" Double High&Wide

Test Printout

Cancel ‘ OK ‘

Step 1 : Click @ [File Open]

& Caution

Only bmp file with single color can be applied
Step 2 : Confirm the image with preview
Step 3 : Click @<2] [NVImage Upload]

Step 4 : Select [Interface], [Serial Port Setting],
[NVImage Printout]
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[ Interface ] [ MYImage Printout ] B

¢ Parallel & Serial - Frinting Range © & All
[ Serial Port Seﬂing]E " Selection
Port: |COM1 hd l_]:‘
Baudrate : |9600 bps - Quality: & Original
BitLenagth : |8 bit R ¢~ Double Wide
Parity . |MOMNE - " Double High
StopBit: |1 hit - " Doubkle High&Wide
Handshake : |DTR/DER hd

Upload ‘ Clear ‘ Test Printout

Cancel oK |
@ Interface Select interface type.
@ Serial Port Setting Choose to select serial port setting
@ Upload It will apply the image
@ Clear It will delete the image

Printing Range : Choose between All or Selection

Quality : Choose among Double Wide, Double High, Double High&Wide
® Test Printout It prints out test page

@ OK Finish setting

(® NVImage Printout

Step 5 : Confirm the image by running test printout
Step 6 : Click [Upload]
Step 7 : Click [OK]

Applied image will be printed out once setting is completed.




