FOS ST STEM

ﬁmm EazySet_OPOS Install Guide

1. Installation
Search EazySet OPQOS driver file in CD and

install the driver.

Complete the installation of OPQOS driver.

[Start] — [Program] — [EazySet] — [OPOS] -
Execute EazySet_OPOS prgram.

2. Setting

= EasySet OPOS SETUP Ver 2.1

e Q POSPrinter
e @ CashDrawer

DeviceClass :
Device Name :
Device Description :

ADK Version :

PORT :

{ Add Mew Device |1 Bename ey REL I ;i

Eort Range Myvimage ‘ Exit ‘

- Add your requested printer with “Add New Device” clicking.




i Q POSPrinter
b @ CashDrawer

DeviceClass :

Device Name :

Add New Device N & iption :

Select Device Marme:  |ECP-500A9 -

Select Device Type

EortRange | hyimage | Exit |

Select device name and type and click "Add".

[Select Device Type : Selectable among Serial, Parallel and USB]

= EasySet OPOS SETUP Ver 2.1

[=]- & POSPrinter

DeviceClass :
POSPrinter

i 9 CashDrawer Device Name :
ECP-500A9S

Device Description :
Thermal POS Printer

ADK Version :
POSBANK Thermal1.0.0
PORT :
COM1
&d Device Rename Key LEM 2 IUnit1 _:j
Remave Device | Device Setup ’ Add Wew LOK | Rename LDK | Remove LOK l

——

Fort Range | HyImage | Exit l

Choose added printer and enter "Device Setup”.




5 SETUP Ver 2.1

E.l.I.IP—S.I"]I].A-Q.S F'rinier Settings

-~ Deavice Name

ECP.500A9S Port:[COMT ]
Bit Length:IS hit v|
nputgur: | 1024 swpBit:[16t |
OutputBuf: | 1024 BaudRate [9600kps <]

Input Sleep Time : Ii‘lﬂ msec Patity : [m 0.0
Qutput Interval Time : IW msec Handshake : 'm

~CashDrawer Settings

Qpen Level:l vi Fin No:l V|
Fulse ONTime‘.I Pulse OFF Time‘.l

Printer Test I Ok | 3LDN| RemogeLDNl

Mylmage | Exit |

| Port Range |

Put port details in the setting page and press [OK] to complete printer setting.

% We recommend you to set Cash Drawer with the same as the above procedure.




