A — 9 Wireless Baglanti Kilavuzu

Asagidaki kilavuz Win XP — Win Vista ve Win.7 sistemlerinde kullanim igindir.
isletim sisteminiz Win 7 Starter veya Home siiriim ise kurulumda sorun yasanabilir.

Cd icinden win.driver klasori icindeki yaziciniz icin uygun olan striclyi calistiriniz. Strici
kurulumunu com veya Ipt baglanti secerek tamamlayiniz.

Yaziciyl Ethernet port Gzerinden kablo ile aga baglayiniz.

Sonra yine cd icinden Ethernet Interface klasori icindeki Autorun dosyasini ¢alistiriniz.
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Bilgisayarinizda masa tzerinde PS Wizard ™4 k53 yolunu olusturur.




Programi galistiriniz.

Network Print Server Setup Wizard

@Print Server Setup Wizard

Select A Print Server
Change Settings
Configure Wireless

Configure TCPEIE

Welcome to the Network
Print Server Setup Wizard

This Wizard guides you through the installation of the Network print
server that is connected to the local area netwark on this computer.

Before you proceed, make sure the print server and the printer are
properly connected and turned on.

To continue, click Next.

Yersion 0.95.01

I leri > I iptal

ileri diyerek devam ediniz.



Program, sisteminize bagli olan yazicilari bulacaktir.

@Print Server Setup Wizard

Select A Print Server

This Wizard has found the following print servers on the network.
Select a print server that you want to set up from the list.

Select A Print Seny Detected print servers on your local network :

Device Name | IP Address I MAC Address I PortI Status

Change Settings

Configure Wirel — Searching for print servers

@ Found 1P_PrintServ283F65

«| | |

Ifthe print server you want to set up is not displayed, Refresh(R) |
check the connection and click Refresh.

MNote : If your print server has just heen turned on, it may take a few
minutes for the print server to initialize before it can be detected and
displayed by the wizard.

leri >




ilgili yaziciyi secip, ileri diyerek devam ediniz.

Network Print Server Setup Wizard ]

rgPrint Server Setup Wizard

Select A Print Server

This Wizard has found the following print servers on the network.
Select a print server that you want to set up from the list.

Detected print servers on your local network :

Device Name | IP Address | MAC Address | Port| Status
PRNSERVER 19 A4 00:4 1 Ok

1P_PrintServ2ZA.. 192168.08  00:40:01:2AE9.. 1 Ok
1P_PrintServ28.. 192.168.010 00:40:01:28:3F.. 1 Ok

<« | i3

Ifthe print server you want to set up is not displayed, RefreshiR) |
check the connection and click Refresh.

MNote : If your print server has just heen turned on, it may take a few

minutes for the print server to initialize before it can be detected and
displayed by the wizard.

< Geri | leri > I iptal




Gerekiyor ise, IP degisikligi icin

Yes,l want to change setting segenegini isaretleyiniz.

Network Print Server Setup Wizard

i
Parrint Server Setup Change Settings

This Wizard allows the network administrator to change some basic
settings of the print server. Ifyou are not the network administrator, do
not change settings. Wrong settings may cause the print server notto
function properly.

& Yes, |wantto change settings. () IP degisikligi igin YES
Password: | igaretlenir.
Herhangi bir $ifre
" No, | dontwantto change settings. (0) istenrnemektedir.
ILERI diyerek devam

ediniz

To change settings, you must enter the password. Ifyou are
configuring a wireless print server and it's now operating in
Diagnostic mode, you don't need to enter the password.

< Geri I ileri > I iptal

ileri diyerek devam ediniz




Wireless sistem ayarlari asagidaki gibi ayarlanir.



Network Print Server Setup Wizard

Basic Wireless Settings

velect A PrintSery Communication Type : [Tz

Configure the following wireless settings on the print server. These
settings must match your wireless network for the print server to
communicate with all computers over a wireless connection.

Ad-Hoc : Pcile dogruan baglanti

SSID

Infrastructure : Accsess Point lizerinden

“Baglanti

SSID : Baglanilacak ag ad.

Change Settings'
Channel Number :

Configure Wireles?; Data Transmit Rates : lAutg vl
Transmit Mode : Auto v I

Configure TCP £ 1B
Access Point.

communicate with each other directly.

1.In Infrastructure {Access Poinf) mode, the wireless network print
server will communicate with network computers through an

2.In Ad-Hoc or 802.11b Ad-Hoc mode, wireless devices

Completed

Ifthe communication type is ‘Infrastructure (Access Point)', you do
not have to enter the Channel number used hy the Access Point.

< Geri

I leri > I iptal

Wireless Network with Print Server:
Ad-Hoc mode (Peer to Peer) — Factorv Default:

Printer

Access Point

Laptop Laptop

Laptop Laptop




Network Print Server Setup Wizard [Z]

Wireless Security

This page allows you to set up the print server's security feature for
safeguarding the wireless connection.

Authentication Type : Open System LI e Aé sifrelemmTipi

Encryption :

Shared Key
WPA-PSK
WPAZ-PSK

1.For 64-bit (sometimes called 40-hif) WEP encryption, enter the key
which contains 5 alphanumeric character or 10 hexadecimal digits
{depending on the key format you select)

2.For 128-bit WEP encryption, enter the key which contains 13
alphanumeric characters or 26 hexadecimal digits (depending on
the key farmat you select)

(An alphanumeric character is a through z, Athrough Z, and 0
through 9. A hexadecimal digitis 0 through 9 and A through F)

MNote: The key is case-sensitive. A print server is accessible ifthe
security settings above all matches Access Point's settings.

< Ger I ileri > I iptal

ileri diyerek devam ediniz.

Network Print Server Setup Wizard @

Wireless Security

This page allows you to set up the print server's security feature for
safeguarding the wireless connection.

Authentication Type : IOpen Systern L]
Select A Print Senvel

Enehation; INone —:j Sifre modu
A

Change Setﬁngé WEP-64bit
WEP-128bit

Configure Wireless : : ; .
" 1.For 64-hit (sometimes called 40-hit) WEP encryption, enter the key

which contains 5 alphanumeric character or 10 hexadecimal digits
{depending on the key format you select)

Configure TCP FIE:

2 2.For 128-hit WEP encryption, enter the key which contains 13
Save Settings alphanumeric characters or 26 hexadecimal digits (depending on
the key format you select)

(An alphanumeric character is a through z, A through Z, and 0
through 9. A hexadecimal digitis 0 through 9 and A through F)

| MNote: The key is case-sensitive. A print server is accessible ifthe
| security settings above all matches Access Point's settings.

< Gerni I ileri > I iptal




Network Print Server Setup Wizard

Wireless Security

This page allows you to set up the print server's security feature for
safeguarding the wireless connection.

Authentication Type :  [Open System -

Encryption : v

Key Format : lAIphanumeric ;] — AE sifresi
WEP Key [

1.For 64-hit (sometimes called 40-hit) WEP encryption, enter the key
which contains 5 alphanumeric character or 10 hexadecimal digits
{depending on the key format you select)

2.For 128-hit WEP encryption, enter the key which contains 13
alphanumeric characters or 26 hexadecimal digits (depending on
the key format you select)

(An alphanumeric character is a through z, Athrough Z, and 0
through 8. A hexadecimal digitis 0 through 9 and A through F)

MNote: The key is case-sensitive. A print server is accessible ifthe
security settings above all matches Access Point's settings.

< Geri I ileri > I iptal

ileri diyerek devam ediniz.



Wireless ayarindan sonra, yaziclya vermemiz gereken ip adresi Gateway gibi degerleri
asagidaki gibi yaziniz.

Network Print Server Setup Wizard ]

i
@ Print Server Setup Wizard I TCP/IP settmgs

Specify TCPIIP settings for the print server. The print server can he
set up either to obtain IP address from a DHCP server on the
network or to use a static IP address.

" Obtain an IP address automatically (use DHCP)
(+ Specify an IP address

IP Address 192 .168. 0 .10

Mask IP Address I 2565.255.255. 0
Gateway IP Address | 192.168. 0 .252

Ip adresi - Subnet Mask ve Gateway verildikten
sonra ILERI diyerek devam ediniz.

It's highly recommended that you set up the print serverto use a
static IP address. Make sure the IP address is correctly entered for
the print server to work propetly.

< Geri I ileri > I iptal

ileri diyerek devam ediniz.



. o .
Network Print Server Setup leard‘

Welcome

Select A Print Senver

Change Settings

Configure Wireless

Complete

Confirm Settings

Configure TCP} IP

Summal)g.

Current Settings :
Print Server Name :
MAC Address :

DHCP :

IP Address :
Subnet Mask :
Gateway :

1P_PrintSenv2AE97B
00:40:01:2AE9:7B

Disabled
192.168.0.8
255.255.255.0
192.168.0.252

ileri diyerek devam ediniz.




Printer se¢im tablosundan, daha 6énce com veya Ipt olarak kumus oldugunuz yaziciyi seginiz.

2 — — s g | Y
Network Print Server Setup Wizard L u

Select A Printer

The Wizard now helps you set up the printer that is connected to the
print server. You can either select a printer that has already been
installed on this computer or add a new printer.

Select A Print Server Select a printer from the following list Add New Printer |
Printer Name I Port -
EASYSET A9 MiniPrinter IP_192.168.0.192-1
z > ! Datamax |-4308 LPT1:

Configure Wireless Datamax I-4208 LPT1:
Datamax E-4204 USB039 |:|
Argox X-3200 PPLB usB022
Argox X-2000v PPLB USB030
Argox X-2000v PPLA usSB028
Argox X-2000+ PPLB usB017
AI'(|]0X X-2000+ PPLA USB017 | hé
£ n

»
Total:| 75 Available: | 73 Refresh the IistI

To add a new printer, you need a printer installation CD/diskette or
the driver file that you've downloaded from the Internet.

< Gen lleri > iptal

ileri diyerek devam ediniz.
Sistem vermis oldugunuz IP adresini yazici tGzerine tanimlayacaktir.

Bilgisayarinizda, yazilar klasoriine giderek, sinama sayfasi yazdirabilir siniz.
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